Technical Specifications

T558-20 " "+

Screen Option

None
150um S

pressure setting

(blank)

40 6.9~276bar
50 6.9~ 345bar

Porting
Cartridge Only 0

Seals

T LT

Termination

polyurethane

Adjustable Pressure Range (bar) 6.9 - 351
Rated Flow (L/min) 1.9
Maximum Leakage (L/min) 0. 0045

Operating Medium

Mineral 0il or Synthetic 0il
with Lubricating Properties

Medium Viscosity (cSt) 7.4 -420
. N -40 to 149 (HNBR), -26 to
Medium Temperature (° C) 204 (FKM)
Filter Mesh (Hm) 150
Hysteresis <5%

69 (%) hOBR;®

o XUDU HYDRAULIC

EJ

ER
Voltage
12 12VDC
24 24VDC

Amp Junior Timer
Deutsch DT04-2P

Operating Voltage (V)

12 24

Coil Resistance (Q) @20°C

0-1300 0-650

Control Method

Current Control, Recommended Frequency

Connector

AMP Junior Timer, Deutsch DT04-2P

Protection Rating

IP69K (Deutsch), IP65 (AMP)

Response Time (ms)

Ton < 50; T off < 30

Service Life 10 million cycles
Withstands 960 hours of neutral salt spra
Housing Corrosion Resistance pray
test
Storage Temperature (°C) -40 to 70
Mounting Hole VC08-2
i Valve M i
Cartridge Valve Mounting 325-35.3 N-m
Torque
Coil Mounting Torque 5.3-6.8 N-m
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For orifice plate
E I j Note:
Valve port variable "A" **

0.438 (minimum required pilot bore diameter) to
1.81 (minimum depth from port face plane)
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